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KGB50-PP-AS (4

Linear ball bearing and housing unit

Schaeffler Kimligi: Linear ball bearing and housing unit;
0015662880000 sealed, greased, with relubrication facility;
corrosion-resistant design possible

Teknik bilgiler
s Main Dimensions & Performance Data
X : N'1 Ks[He . Fw 50 mm Diameter of ball complement
" E!L Rl Tol F w +0,013 Upper tolerance
¥,1 }’\\i‘l{\\\%" Tol F -0,002 Lower tolerance

H 98 mm heigth
L 100 mm length
Tol L h12 tolerance
B 135 mm width
C 8.700 N load capacity dyn.
Co 6.300 N load capacity stat.
~m 2,55 kg Agirlik

Veri tablosu, secilen irlinlin boyutlari ve temel yik kapasitesi hakkinda yalnizca genel bir bakis sunar. Litfen bu Grline dair ayrintil bilgileri ve kilavuzlari
inceleyin. Daha ayrintil bilgi igin internet sitemizdeki iletisim formunu kullanabilirsiniz.


https://medias.schaeffler.de/tr/p/982766?utm_source=datasheet&utm_medium=image
https://medias.schaeffler.de/tr/p/982766?utm_source=datasheet&utm_medium=designation
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Upper tolerance
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Length of Shaft Support Block without drive
System

Distance

Center height

Upper tolerance

Lower tolerance

Lubrication nipple

Ball rows

Veri tablosu, secilen irlinlin boyutlari ve temel yik kapasitesi hakkinda yalnizca genel bir bakis sunar. Litfen bu Grline dair ayrintil bilgileri ve kilavuzlari
inceleyin. Daha ayrintil bilgi igin internet sitemizdeki iletisim formunu kullanabilirsiniz.



