Uriin ayrintilarini medias'ta goriintiileyin
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Recirculating ball bearing carriage

Standard carriage for six-row linear
recirculating ball bearing and guideway
assembly
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Main Dimensions & Performance Data
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IIc

I1Co
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48 mm
100 mm
107,2 mm

55.000 N

102.000 N

53.300 N

82.400 N

56.600 N

89.150 N

1,5 kg

height system

width carriage

overall length carriage

dynamic load rating, load direction I:
compressive load

static load rating, load direction I: compressive
load

dynamic load rating, load direction Il: tensile
load

static load rating, load direction Il: tensile load
dynamic load rating; basic dynamic load rating,
Load direction IlI: lateral load

static load rating, Load direction llI: lateral load

Agirlik

Veri tablosu, secilen irlinlin boyutlari ve temel yik kapasitesi hakkinda yalnizca genel bir bakis sunar. Litfen bu Grline dair ayrintil bilgileri ve kilavuzlari
inceleyin. Daha ayrintil bilgi igin internet sitemizdeki iletisim formunu kullanabilirsiniz.


https://medias.schaeffler.de/tr/p/1968127?utm_source=datasheet&utm_medium=image
https://medias.schaeffler.de/tr/p/1968127?utm_source=datasheet&utm_medium=designation
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Mounting dimensions

Ay

Js

L4
JiL

Jiz

G2Ma
K3
K3 M A
Ke
K6 M A
D>

N2

33 mm

82 mm
34 mm
9 mm
78,3 mm
62 mm
52 mm
6,6 mm
13,3 mm
6,5 mm
13 mm
12 mm
M10

41 Nm
M8

41 Nm
M8

24 Nm
8,6 mm

4,5 mm

11,93 mm
7,2 mm

7 mm

4,5x1,5
2.300 Nm
1.300 Nm

1.140 Nm

SCHAEFFLER

Distance from locating edge on carriage to

locating edge on guideway

width rail

Distance from locating edge to hole

Free space, system dimension

Thread depth

fixing screws below (DIN ISO 4762-12.9)
maximum tightening torque
fixing screws below (DIN ISO 4762-12.9)
maximum tightening torque
fixing screws below (DIN I1SO 4762-12.9)

maximum tightening torque

max. diameter of lubrication hole in adjacent
construction

position lubrication connector

position lubrication connector

maximum permissible screw depth for
lubrication connectors

O-Ring DIN 3771

Moment

Moment

Moment

Veri tablosu, secilen irlinlin boyutlari ve temel yik kapasitesi hakkinda yalnizca genel bir bakis sunar. Litfen bu Grline dair ayrintil bilgileri ve kilavuzlari
inceleyin. Daha ayrintil bilgi igin internet sitemizdeki iletisim formunu kullanabilirsiniz.
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Additional information

VMKB_065 KWSE Material name

7,5

Veri tablosu, secilen irlinlin boyutlari ve temel yik kapasitesi hakkinda yalnizca genel bir bakis sunar. Litfen bu Grline dair ayrintil bilgileri ve kilavuzlari
inceleyin. Daha ayrintil bilgi igin internet sitemizdeki iletisim formunu kullanabilirsiniz.



